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A total of 2 State Response Trailers are required to implement all of the tactics in this GRP. 

Responders should always consider on-scene conditions before deploying GRP tactics.  Tactics may not be safe or 

effective under certain conditions.  Responder safety should always be the first priority.
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ID Location and Description Response Strategy Implementation 

CI-02-01 

 

 

Scorton Creek 

Lat.   41Ü44ô55.4òN 
Lon.  70Ü25ô42.4òW 

Deflection 

Deflect oil away from the 

entrance to Scorton Creek to 

free-oil recovery. 

Deploy this array only in 

projected optimal conditions. 

Deploy anchors and boom with skiffs. 

Place 3x300 ft. sections of 16 to 18ò boom in 

a cascaded array to deflect incoming oil to the 

away from the entrance to Scorton Creek. 

Tend throughout the tide. 

CI-02-02 

 

 

Scorton Creek 

Lat. 41Ü44ô51.8òN  

Lon. 70Ü25ô45.4òW 

 

Divert and Collect-Shoreside  

Use 16 to 18ò boom in the 

identified pattern and places to 

divert oil to a shoreside 
collection locations.     

Deploy anchors and boom at low tide using 

shore based responders. 

Place 3x100 ft. sections of 16 to 18ò boom in 

a cascaded array to divert incoming oil to the 

collection site. Ensure that deployed booms 
have slack to compensate for the rising tide. 

Set up shoreside recovery and tend throughout 
the tide. 

CI-02-03 

 

 

Scorton Creek 

Lat.   41Ü44ô49.7òN                 
Lon.  70Ü25ô45.8òW 

 

Passive Recovery 

Place passive recovery tactics to 

recover oil that may impact the 
marsh on Scorton Creek.  

Place and anchor 1000 ft. of snare or sorbent 

boom to line the marsh edges. Place double 

the boom across the channels. 

Replace as necessary to maximize the 

recovery.  

CI-02-04 

 

 

Scorton Creek  

Nearshore waters in the 

general area of: 

Lat.  41Ü45ô10.3òN 
Lon. 70Ü25ô26.7òW 

Free-oil Recovery 

Maximize free-oil recovery in 

the offshore & nearshore 

environment of Scorton Creek 

depending on spill location and 
trajectory. 

Deploy free-oil recovery strike teams upwind 
and up current of the Scorton Creek. 

Use aerial surveillance to locate incoming 
slicks. 

Ensure that responders have experience with 
on-water free-oil recovery. 

CI-02-05 

 

 

Scorton Creek 

Lat.   41º44ô41.7òN                 

Lon.  70Ü25ô55.4òW 

 

Mosquito Ditches 

If oil threatens to enter mosquito 

ditches, use available materials 

to close off the ditch channel to 

prevent oil from migrating 
further into the marsh. 

Block the mosquito ditch channel using sand 

bags, plywood, or other available resources 

across the channel to an elevation higher than 

the high tide level.  Line with sorbents or 

snares to absorb any oil that migrates to the 

mosquito ditch block.  Change sorbents/snare 

at each tidal cycle.  Monitor the site to ensure 
that channel block is effective. 
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ID Response Resources Staging Area 

Site Access 

Resources Protected Special Considerations 

CI -02-01 

 

 

Deployment 

Equipment 

900 ft. 16 to 18ò  boom 

6 anchor systems 

2 anchor stakes 

Vessels 

1 skiff 

Personnel/Shift 

4 total (1 vessel operator + 1 

responders per vessel, 2 shoreside 
responder per collection site) 

Tending 

Vessels 

1 skiff 

Personnel/Shift 

3 total (1 vessel operator + 1 

responder per vessel, 1 shoreside 

responder per collection site) 

Launch boats from Cape 

Cod Canal. 

Route 6A to Plough 
Neck Rd., Rt. On North 

Shore Blvd. to the 

beach. Surrounding 
properties are private. 

Permission for access 

must be attained.  

Boat ramps may not be 

useable at low tide.   

Fish-shellfish, finfish 

Birds-waterfowl 

concentration, Seabirds, 
shorebirds 

Marine mammals- seals 

Habitat- marsh, sheltered 
tidal flats, barrier beach 

Human Use-Commercial 
boat harbor, high-use 

recreational area 

Threatened/Endangered 

species- Piping Plovers  
(April 1 ï August 31) 

Vessel master should have local 

knowledge and experience 
operating in surf and open sea 

conditions. 

Use caution in sandy dunes during 

months when plovers are present.  
Nesting areas may include beachs, 

sandspits, foredunes, and washover 

areas in dunes. Consult with 
USFWS as early as possible 

regarding shoreline collection areas 

and access plans. 

Entire site surveyed: 10/10/07. 

Tested: not yet 

CI-02-02 

 

 

Deployment 

Equipment 

300 ft. 16 to 18ò  boom 

6 anchor systems 

2 anchor stakes 

1 shoreside recovery system 

Vessels/Personnel/Shift 

Same as CI-02-01 

Tending 

Vessels/Personnel/Shift 

Same as CI-02-01 

Same as CI-02-01 

 

Same as CI-02-01 

 

Vessel master should have local 

knowledge. 

Tested: not yet 

CI-02-03 

 

 

Deployment 

Equipment 

1000 ft. snare or sorbent boom 

100 anchor stakes 

Vessels/Personnel/Shift 

Same as CI-02-01 

Tending 

Vessels/Personnel/Shift 

Same as CI-02-01 

Same as CI-02-01 

 

Same as CI-02-01 

 

Use snare boom for persistent oils 

and sorbent boom for non-
persistent oils.  

 

CI-02-04 

 

 

Deploy multiple free-oil recovery 

strike teams as required to maximize 
interception of oil before it impacts 

sensitive areas. 

 

Same as CI-02-01 

 

Same as CI-02-01 

 

 

 

Vessel master should have local 

knowledge. 

Use extreme caution, shoal waters 

with rocks & continually shifting 
sand bars. Currents and winds are 

locally variable and can create 

dangerous operating environments. 

CI-02-05 

 

 

Deployment 

Transport 

1 Truck 

Vessels 

1 skiff 

Personnel/Shift 

5 responders (1 vessel operator + 2 

responders per vessel, 2 responders 

per truck) 

Tending 

Vessels/Personnel/Shift 

1 vessel, 1 truck, 3 responders 

Same as CI-02-01 

 

Same as CI-02-01 

 

Determine whether to access 

mosquito ditches from shore, water, 

or both based on oil trajectory and 
on-scene conditions.  Consult with 

Sandwich Dept. of Natural 

Resources regarding impact of 
tactic on local mosquito control 

activities. 
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Site Photographs and Contact Information 

 

Scorton Creek looking southwest. 

 
Contact Information:  

Sandwich-Fire: (508) 888-0525 

Sandwich-Harbormaster:  

 (508) 833 0808 

Sandwich-Natural Resources: 

 (508) 833 8054 

USFWS: (413-539-3194 

 
Mouth of Scorton Creek looking southwest. 

 

Scorton Creek looking south. 

 

Scorton Creek looking south. 

 

 


